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limited to the receptacle, waste recep-
tacles must be constructed of non-
combustible materials with no open-
ings in the sides or bottom. 

(g) Mattresses. All mattresses must 
comply with either: 

(1) The U.S. Department of Com-
merce ‘‘Standard for Mattress Flam-
mability’’ (FF 4–72.16), 16 CFR Part 
1632, Subpart A and not contain poly-
urethane foam; or 

(2) International Maritime Organiza-
tion Resolution A.688(17) ‘‘Fire Test 
Procedures For Ignitability of Bedding 
Components.’’ Mattresses that are test-
ed to this standard may contain poly-
urethane foam. 

§ 177.410 Structural fire protection. 
(a) Cooking areas. Vertical or hori-

zontal surfaces within 910 millimeters 
(3 feet) of cooking appliances must 
have an American Society for Testing 
and Materials (ASTM) E–84 ‘‘Surface 
Burning Characteristics of Building 
Materials’’ flame spread rating of not 
more than 75. Curtains, draperies, or 
free hanging fabrics must not be fitted 
within 910 millimeters (3 feet) of cook-
ing or heating appliances. 

(b) Composite materials. When the hull, 
bulkheads, decks, deckhouse, or super-
structure of a vessel is partially or 
completely constructed of a composite 
material, including fiber reinforced 
plastic, the resin used must be fire re-
tardant as accepted by the Com-
mandant as meeting MIL-R-21607. 
Resin systems that have not been ac-
cepted as meeting MIL-R-21607 may be 
accepted as fire retardant if they have 
an ASTM E–84 flame spread rating of 
not more than 100 when tested in lami-
nate form. The laminate submitted for 
testing the resin system to ASTM E–84 
must meet the following requirements: 

(1) The test specimen laminate total 
thickness must be between 3.2 and 6.4 
millimeters (1⁄8 to 1⁄4 inch). 

(2) The test specimen laminate must 
be reinforced with glass fiber of any 
form and must have a minimum resin 
content of 40 percent by weight. 

(3) Tests must be performed by an 
independent laboratory. 

(4) Test results must include, at a 
minimum, the resin manufacturer’s 
name and address, the manufacturer’s 
designation (part number) for the resin 

system including any additives used, 
the test laboratory’s name and address, 
the test specimen laminate schedule, 
and the flame spread index resulting 
from the ASTM E–84 test. 

(5) Specific laminate schedules, re-
gardless of resin type, that have an 
ASTM E–84 flame spread rating of not 
more than 100 may be considered as 
equivalent to the requirement in this 
section to use a fire retardant resin. 
Requests for qualifying a specific lami-
nate schedule as fire retardant for use 
in a particular vessel may be submitted 
for consideration by visitors to the 
Commanding Officer, U.S. Coast Guard 
Marine Safety Center, 1900 Half Street, 
SW., Suite 1000, Room 525, Washington, 
DC 20024, or transmitted by mail to: 
Commanding Officer, U.S. Coast Guard 
Marine Safety Center, JR10–0525, 2100 
2nd Street, SW., Washington, DC 20593, 
in a written or electronic format. In-
formation for submitting the VSP elec-
tronically can be found at http:// 
www.uscg.mil/HQ/MSC. 

(c) Use of general purpose resin. Gen-
eral purpose resins may be used instead 
of fire retardant resins if the following 
additional requirements are met: 

(1) Cooking and heating appliances. 
Galleys must be surrounded by B-15 
Class fire boundaries. This may not 
apply to concession stands that are not 
considered high fire hazards areas (gal-
leys) as long as they do not contain 
medium to high heat appliances such 
as deep fat fryers, flat plate griddles, 
and open ranges with heating surfaces 
exceeding 121 ° C(250 ° F). Open flame 
systems for cooking and heating are 
not allowed. 

(2) Sources of ignition. Electrical 
equipment and switch boards must be 
protected from fuel or water sources. 
Fuel lines and hoses must be located as 
far as practical from heat sources. In-
ternal combustion engine exhausts, 
boiler and galley uptakes, and similar 
sources of ignition must be kept clear 
of and suitability insulated from any 
woodwork or other combustible mat-
ter. Internal combustion engine dry ex-
haust systems must be installed in ac-
cordance with ABYC Standard P–1. 

(3) Fire detection and extinguishing sys-
tems. Fire detection and extinguishing 
systems must be installed in compli-
ance with §§ 181.400 through 181.420 of 
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this chapter. Additionally, all fiber re-
inforced plastic (FRP) vessels con-
structed with general purpose resins 
must be fitted with a smoke activated 
fire detection system of an approved 
type, installed in accordance with 
§ 76.27 in subchapter H of this chapter, 
in all accommodation spaces, all serv-
ice spaces, and in isolated spaces such 
as voids and storage lockers that con-
tain an ignition source such as electric 
equipment or piping for a dry exhaust 
system. 

(4) Machinery space boundaries. 
Boundaries that separate machinery 
spaces from accommodation spaces, 
service spaces, and control spaces must 
be lined with noncombustible panels or 
insulation approved in accordance with 
§ 164.009 in subchapter Q of this chapter, 
or other standard specified by the Com-
mandant. 

(5) Furnishings. Furniture and fur-
nishings must comply with § 116.423 in 
subchapter K of this chapter. 

(d) Limitations on the use of general 
purpose resin—(1) Overnight accommoda-
tions. Vessels with overnight passenger 
accommodations for more than 12 per-
sons must not be constructed with gen-
eral purpose resin. 

(2) Gasoline fuel systems. Vessels with 
engines powered by gasoline or other 
fuels having a flash point of 43.3° C (110° 
F) or lower must not be constructed 
with general purpose resin, except for 
vessels powered by outboard engines 
with portable fuel tanks stored in an 
open area aft, if, as determined by the 
cognizant OCMI, the arrangement does 
not produce an unreasonable hazard. 

(3) Cargo. Vessels carrying or in-
tended to carry hazardous combustible 
or flammable cargo must not be con-
structed with general purpose resin. 

[CGD 85–080, 61 FR 961, Jan. 10, 1996; 61 FR 
24464, May 15, 1996, as amended at 62 FR 
51356, Sept. 30, 1997; USCG–1999–6216, 64 FR 
53228, Oct. 1, 1999; USCG–2007–29018, 72 FR 
53968, Sept. 21, 2007] 

Subpart E—Escape Requirements 

§ 177.500 Means of escape. 

(a) Except as otherwise provided in 
this section, each space accessible to 
passengers or used by the crew on a 
regular basis, must have at least two 

means of escape, one of which must not 
be a watertight door. 

(b) The two required means of escape 
must be widely separated and, if pos-
sible, at opposite ends or sides of the 
space to minimize the possibility of 
one incident blocking both escapes. 

(c) Subject to the restrictions of this 
section, means of escape may include 
normal exits and emergency exits, pas-
sageways, stairways, ladders, deck 
scuttles, and windows. 

(d) The number and dimensions of the 
means of escape from each space must 
be sufficient for rapid evacuation in an 
emergency for the number of persons 
served. In determining the number of 
persons served, a space must be consid-
ered to contain at least the number of 
persons as follows: 

(1) Passenger overnight accommoda-
tion spaces: Designed capacity; 

(2) Accommodation spaces having 
fixed seating for passengers: Maximum 
seating capacity; 

(3) Public spaces, including spaces 
such as casinos, restaurants, club 
rooms, and cinemas, and public accom-
modation spaces as defined in § 175.400 
of this subchapter, except overnight ac-
commodation spaces: One person may 
be permitted for each 0.9 square meters 
(10 square feet) of deck area. In com-
puting such deck area, the following 
areas must be excluded: 

(i) Areas for which the number of per-
sons permitted is determined using the 
fixed seating criterion; 

(ii) Obstructions, including stairway 
and elevator enclosures, elevated 
stages, bars, and cashier stands, but 
not including slot machines, tables, or 
other room furnishings; 

(iii) Toilets and washrooms; 
(iv) Interior passageways less than 

860 millimeters (34 inches) wide and 
passageways on open deck less than 710 
millimeters (28 inches) wide; 

(v) Spaces necessary for handling 
lifesaving equipment, anchor handling 
equipment, or line handling gear, or in 
way of sail booms or running rigging; 
and 

(vi) Bow pulpits, swimming plat-
forms, and areas that do not have a 
solid deck, such as netting on multi 
hull vessels; 
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